SPECIFICATIONS

Model KX040-5 | KX040-5 Angle Blade | KX040-5 6-in-1 Blade
Type of ROPS/ OPG (TOP Guard, Level I) Canopy / Cab
Type of tracks Rubber, Steel | Rubber, Steel | Rubber, Steel
Model Kubota D1803-CR-TE5-BH5/ D1803-CR-TE5-BH6
Engine Output (SAE J1995 gross) HP (kW) / rpm 40.3 (30.1) @2200
Output (SAE J1349 net) HP (kW) / rpm 39.1 (29.2) / 38.9 (29.0) @2200
Displacement cu. in. (cc) 111.4 (1826)
Overall length ft. in. (mm) 16'8.2" (5085)
_ _ Overall height ft. in. (mm) 8'1.6" (2480) / 8'2.0" (2490)
Dimensions - -
Overall width ft. in. (mm) 5'6.9" (1,700) | 5'10.9" (1800)
Min. ground clearance | Rubber/ Steel ft. in. (mm) 1'1.0" (330) / 1'1.3" (338)
) Pump capacity GPM (¢/min) 29.1 (110.0)
S"';'gg;’"c Auxiliary hydraulic flow | AUX1/AUX2  GPM (¢/min) 17.2 (65.0)/ 9.8 (37.0)
Max. breakout force Bucket* / Arm Ibf. (kgf) 9397 (4262) / 4114 (1866)
Travel speed Low / High mph (km/h) 1.7 (2.7) / 3.1 (5.0)
Max. traction force Low speed Ibf. (kgf) 5868 (2661.5)
Tumbler distance ft. in. (mm) 5'7.3" (1710)
Drive system Crawler length Rubber / Steel ft. in. (mm) 7'1.6" (2175) / 7'3.2" (2215)
Shoe width ft. in. (mm) 1'1.8" (350)
Ground contact Rubber Canopy/Cab psi(kPa) | 4.5(31.1)/4.7 (32.1) | 4.7(32.6)/4.9(33.6) | 4.9(33.8)/5.0(34.8)
pressure Steel  Canopy/Cab psi(kPa) | 4.6 (31.5)/4.7 (32.5) | 4.8(32.9)/4.9(33.9) | 4.9 (34.1)/5.1 (35.1)
. Unit swing speed rpm 9.2
Swing system Boom swing angle degree 70/55
D . Width ft. in. (mm) 5'6.9" (1700) |  5'10.9" (1800)
imensions
Height ft. in. (mm) 1'1.8" (350) 1'3.2" (385)
Blade Max. lift above ground ft. in. (mm) 1'3.7" (400) 1'4.5" (420) 1'5.0" (433)
Max. drop below ground ft. in. (mm) 1'3.9" (405) 1'8.1" (510) 1'8.7" (527)
Angle Left / Right degree - 25/25
Tilt degree ; | 10/10
Hydraulic oil (Reservoir / System) gal (¢) 9.8 (37)/ 17.7 (65)
Fuel reservoir gal (¢) 17.4 (66.0)
Operating weight Rubber Canopy/Cab Ibs. (kg) | 9182 (4165)/9480 (4300) | 9623 (4365) / 9910 (4495) | 9965 (4520) / 10251 (4650)
(Including operator's weight @ 165 Ibs.) | Steel ~ Canopy/Cab Ibs. (kg) | 9348 (4240) /9645 (4375) | 9777 (4435) / 10075 (4570) | 10119 (4590) / 10417 (4725)

*Specification data when using powerhole.
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**Specifications for Standard blade model.

Kubota Tractor Corporation reserves the right to change the stated specifications without notice. This brochure is for descriptive purposes only and reasonable efforts were used to set forth the contained information; some items shown may
be optional and some products shown may not be available at all dealerships. Kubota disclaims all representations and warranties, express or implied, or any liability from the use of this brochure. For complete warranty, safety and product
information, consult your local Kubota dealer and the operator's manual. Power (HP/KW) and other specifications are based on various standards or recommended practices. For your safety, Kubota strongly recommends the use of a Rollover
Protective Structure (ROPS) and seat belt in almost all applications. This brochure is intended for the United States and US territories only. For information regarding Kubota products or services outside these areas, see Kubota Corporation's
global web site. Kubota does not provide parts, warranty or service for any Product which is re-sold or retailed in any country other than the country for which the Product(s) were designed or manufactured.
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OPERATOR COMFORT / EASE OF USE

A wide and roomy cab brings a new level of operating comfort to the job.

With new interior designs, the cabs ‘offer

improved comfort for operators of any size. The
esigns feature a slimmer, more ergonomically

positioned right metewvgreat_qmead/

foot space. The result is more room and greater =
omfort for the operator, and that means*

improved productivity o{r}the job. |

/

o
 Expanded Glass Area

~ Aslimmer frame design means more
~glass in the front window, skylight, and
- left and right windows. Operators can
monitor the bucket through the skylight
~ during truck loading or demolition
Vi operations—it also enhances the feeling
~ of spaciousness in the cab.

Low Noise 72dB*

A quieter cabin provides a more stress-free
- working environment. The low noise level
~ protects the operator from engine noise and
~ other loud sounds.

* Test condlitions : Kubota in-house test result. During simple
- dirt excavation with door closed and heater at level 2.
Actual results may vary.

BRAIE-suspensionseat{option)
An optional air suspension seat provides new comfort and height
ontrolled by the air compressor.




WORKING PERFORMANCE

Advanced hydraulic systems and blade control ensure superior performance

and operability in real-world working conditions. Auto-shift Working Range
The auto-shift system enables automatic travel shift from high to Kubota's updated 4 ton compact excavators deliver
low depending on traction effort and terrain. This gives smoother impressive performance and efficiency for their size, with

operations when dozing and turning. exceptional bucket digging force, outstanding arm reach,
' and a well-matched arm and bucket. Even tough digging
jobs will get done faster and more efficiently.

ESS (Engine Speed Sensing)

By introducing ESS, the engine horsepower can now be 4 o — 2 - ' . | -

b [

utilized to its fullest extentI| hls:l]as allowed the flow rate to \ _ ) ; T(_. -

e i mcreased through electronic control, whereas in the past VR | Ak - A ' AII!IlB Blade MO Bls FLOAT'ANGLE BLADE
tt@_ﬂow rate was set to be limited so as not to stall when a N ¥ | e .

load was apphed his has made both excavation work and
the use of hlgh -flow rotating attachments more efficient.

Save time and work more eff|C|entIy With a 3|mple movement
of the blade lever, the hydraulic angle blade can be angled to
the right or left to push -'.s,_qﬁo the side as the machine move
forward, eliminating the need for repetitive reposmomng a
right angles when backfilling trenches

The 6-in _1_plade is .9-![”3 pmductlwty enhanc&ﬁame with the
previous model, , it can be angled‘_rlgt]‘t_gnd left, and t||ted as
welI This. blade enables six different posmons__'ne utral, float
N : - 1 . up, left-end-up, rlgh}_ggd TJ';?Ieft end-forward anﬂrlght end
ssing this line) ' e . = 2. BN forward. ThIS feature makes Ievelmg and backflllmg work
j i o mcredlbly easy, even on inclines and | uneven terrain, making

—

you more productlve and more efficient
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AUX2 aux auxmaryglrc |tsxh§ gonvenlentmmb - d % | .! mandal Sl
WI’[C ch on the leverIIow gasy proportional flo - lr:nu aneo%sgpkrf Hlore ct())nvemen control of landscaping,
hile a forefinge 5'0 erategfogéo WI’[C ' : I aping, and backfilling jobs

eratlo  of special apphcatlon hat require
- - ' The float function is a standard feature on the KX040-5. Ground
' » EnginelAutoiSton 'M%:Emwmmmnﬁm g sl ithout e e
| thed .m@ llj'gi[oiim t0 a he dozer height. After backi imply travel backwards

.m‘%ﬂ ding to The Engine Auto Stop system comes fitted as along the covered d Wﬂ"ﬁ.ﬂo N |.i oat position.
specific attachments can be standard. The engine turns off automatically when .
pro d in the memory it's been left idling too long. You can set the idling
On ﬂ[ﬂloﬂ’ﬁlﬂmﬂgw time to suit you
retrieval for the next job.




TECHNOLOGY

Advanced technology helps keep the operator and hystanders
informed about the machine.

Keyless Start

Keyless start is standard. The engine can be started
by entering a 4 digit passcode using the excavator
key pad and up to 10 user passwords can be set.
With this new function, customers no longer have to
worry about lost keys.

| Enter password

nformation when and where you need it

Automatic rsmium -
Lk LA ID o

vdrauliciReturn

No more climbing down from the cab and reaching un 2300 o

LED Work Lights with g
Turn-off Delay e

The LED work lights can be programed to
turn off 30 seconds to 2 minutes after the
engine has stopped. This allows the
operator to exit the machine and walk away
under full illumination.

Rear-view Camera
(option)

Factory designed rear-view camera
provides a fish-eye view to the rear of
the KX040-5 by displaying the view on
the 7" LCD screen in the cab.

B 12345 n

ose the 3rd line hydraulic return. The.



SERVICE

A fully opening bonnet and optimum arrangement of internal parts
realize quick and efficient service and shorter downtime.
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One-sided Engine Maintenance

Kubota has made routine maintenance extremely simple by consolidating primary
engine components onto one side for easier access. The engine and other vital
components can be inspected quickly and easily.

Side-hood Features
The radiator,' oil cooler and A/C condenser are conveniently poéitioned inside the
side-hood bonnet. The new layout of A/C condenser provides an easier and more

efficient way to clean and maintain the cooling system. This keeps your machine
performing its best and prevents the excavator from overheating
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Intuitive operation and large LCD screen help to KKXO4A0-5 OPTIONS

enhance performance.
STANDARD EQUIPMENT OPTIONAL EQUIPMENT

Safety system Engine/Fuel system ® 6 in 1 blade with float function and BOE
@ Engine start safety system @ Double element air filter ® Angle blade with float function and BOE
@ Travel motor with disc brake ® Auto idling system ® (ab with A/C
® Swivel motor with disc brake @ Water separator with drain cock ® Canopy lights (LED)
@ All hydraulic control @ Engine Auto Stop L Bleac?n lights

@ Double fuel filter ® 1'1.8" (350 mm) steel track

@ Additional auxiliary hydraulic circuit 2

Working equipment (adjustable max. oil flow control)

® Auxiliary hydraulic circuit 1 Undercarriage ® Travel alarm
A full-color, high-resolution 7" LCD screen provides, with a single glance, all the information ® 2 LED working lights on cab with turn-off delay ® 1'1.8" (350 mm) rubber track @ Rear-view mirror
the operator needs to operate the compact excavator. An intuitive interface ensures quick o %ﬂ?j;t';i?agggtt ;’r? dtrl“glité]??/gl]ve : 1 ;ouupbﬁgrf}aﬁ%t rt?;"éli ollers on sach side ® Rear-view camera
et : , 3 3 : f - ¢ @ Air supension seat
12:00 unders’gandlng and easy access to the cor_npact excavator.s various funchons,.mcludmg AUX @ Dozer blade with float function @ 2-speed travel switch on dozer lever ® Front guard
1/4/2023 flow adjustment. Important maintenance items are also displayed, as are detailed alerts for @ 2-speed travel with auto-shift
improper machine functions and abnormalities. The new jog dial is both intuitive and easy to use. Operator’s space
Even f|r§t-t|me operators will be ab[e to qumkly access all important information. A keyless start ® ROPS/OPG (TOP, Guard, Level T) canopy Hydraulic system Stay connected with [<Ibota NO W
system is standard for the operator’s convenience. @ \Weight-adjustable full suspension seat @ 1-pump load sensing system N ,
) @ Hydraulic pilot control levers with wrist rests @ Pressure accumulator m‘g%z’:g{yv\;ﬂ;:":;'gzﬂ;’f:)}’;‘J‘ ;2‘;5'%”
D \ Menu icons @ Travel levers with foot pedals @ Hydraulic pressure checking ports To access KubotaNOW telematics ’
ol i 1 ® 12V power source @ Automatic activation of third line hydraulic return information, download the myKubota app and
= ] @ Cup Holder @ Auxiliary switch (AUX1) on right control lever stay connected to your Kubota machine. Get
T information like hours, fuel level, location,

oy = h ® Horn @ Adjustable maximum oil flow on auxiliary -
~Ji @ E A Aux % I j @ Retractable seat belt hydraulic circuits 1 o TTcr codes. and more.
K @ Mobile Phone Holder ® TPSS (Two pattern selection system) i Android
’ k, AP % | h

@ USB charger (TYPE-A)
@ 7' Full Color LCD screen with jog dial Others
@ Keyless start @ Tool box
@ Grease gun holder
Gﬁ ® KubotaNOW Telematics
s Alert Indicator Water Temperature
2300 ... B 12345 Hydraulic Temperature Fuel Level
AUX Mode WORKING RANGE
Standard Monitor Display
Model KX040-5
A | Max. digging height ft. in. (mm) 17'6" (5335)
B | Max. dumping height ft. in. (mm) 12'9.5" (3900)
EEm? Poriodic check EI ALK satting & Mezsages C |Max. digging depth . in. (mm) 11'2.3" (3410)
D | Max. vertical digging depth ft. in. (mm) 7'9.9" (2385) =
I Enginoo E | Max. digging radius, at ground level ft. in. (mm) 17'8.6" (5400) @
Sy bou
e F | Max. digging radius ft. in. (mm) 18'1.9" (56535)
W/o swi ft. in. (mm 7'0.8" (2155
W rid o G | Min. turning radius ° S_ng - (mm) ( )
[ N W swing ft. in. (mm) 5'11.1" (1805)
it I H | Min. tail turning radius ft. in. (mm) 4'3.2" (1300) :
B ir filter alement '
Taraiirn e \ !
[$) N \\“:\ /
_ . LIFTING CAPACITY LIFTING CAPACITY ~ N /
~ Standardon CAB : - » \ . e PLCI)'I:I:II-T OVER-FRONT BLADE DOWN OVER-SIDE E
units, our integrated = | Rernkey | el HEIGHT unit=1000 lbs unit=1000 lbs i
bluetooth radio ; o JogDial : S (ft) LIFT POINT RADIUS (it) LIFT POINT RADIUS (ft)
allows for seamless \ » . Working Light 8 12 14 8 12 14 Lift Point
- = - — —
s bluetooth streaming i W B ; I Beacon Light (Opt.) 6 272 1.91 1.75 2.71 1.62 1.29 D y
; and hands free [ Autoldle 353 4 3.56 2.14 1.87 2.82 1.58 1.27
calling. j :' :‘:"“’"I P 2 413 2.33 1.98 2.73 1.55 1.25 Lift Point Height
= . Rear-view Camera (Opt.
- s GL 0 4.31 2.45 2.03 2.69 1.53 1.24
| . Washer Fluid

Machine with cab and rubber crawler, without bucket, with standard blade
- Axis of Rotation

. Travel Alarm Off (Opt.)




